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Step Microscope I SD1030 

 

 

 

 

 

 

SD1030 Stereo Step Microscope 

It has paired fixed objective lenses in a turret mount for your selection of 

magnification. Its image flatness and contrast with long working distance. The 

magnification of 2x & 4x or 1x & 3x control knobs are conveniently located on 

the sides of the body to increase operational efficiency.  

 

 

 

FEATURES 

- Cost effective      - 45 degree eyepieces inclination 

- Long gap working distance   - 360 degree body rotation flexible 

 

Brand  PRECIOUS 

Viewing Head  Inclined binocular eyetubes with high quality prisms. 
Binocular head inclination at 45° viewing, 360° Rotatable. 
The inter-papillary distance adjustment : 55-77mm  
 

Eyepiece WF10X field of view 20mm. 
Objective Objective magnification 1x / 3x,  
Gap working distance 110mm. 
Illumination Built-in and built-out illumination system 
Accessories There are many accessories to choose. 
Base Standard base size is 252 x 200 x 24mm or on demand. 

 

OPTIONAL ACCESSORIES:  

 0.5x, 0.75x, 1.5x, 2x (Auxiliary Objective) 

 WF5X, SWF10x, WF15x, W20x (Eyepiece) 

 Free Size Ring Lamp  

 White/Black working stage 


